ALLEN TESTPRODUCTS SERVICE KIT INSTRUCTIONS 


Sufficient parts have been included to service two types of 
Allen Testproducts gas analyzer iilters. 
Please make sure you are using the correct parts for your unit. 


ASSEMBLY IDENTIFICATION 
Determine which gas analyzer filter bowl is installed on your analyzer. 
Metai-head filter bowl 
The filter bowl is threaded into the metal head assembly with nearly four turns. 
The filter was supported top and bottom by yellow seals. 
See illustration on right. 


Plastic-head filter bowl 
Black plastic head. Bow! has flat bottom, four reinforcing ribs. Attaches with 1/4 turn. 
See illustration on left. 


SERVICE PARTS 


Filter - Molded ends 
This is the only type of filter ATP is currently supplying. Use this with either filter bowl type. 
When installing it in the metal-head bow}, remove the yellow seals from the bowl and discard. 
O-rings 
O-rings are supplied for both types of filter bowls. Once you have identified which O-ring is used with your filter bowt, 
discard the other set. This is important in ensuring proper calibration and operation of your gas analyzer. 


BROWN O-rings are used exclusively with the metal-head filter. 


ORANGE O-rings are used only with the plastic-head filter. 
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Leak testing- 
If you suspect a leak, 
swab the suspected 
area with lighter 
fluidand watch for an 
HC change. 

Do not use alcohol 
on the quarter-turn 
filter bowl (left). 
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